> Lidropulitrice serie KS & realizzata
con pompa a tre pistoni assiali,
flangiata direttamente al motore
elettrico

> KS 1700 & dotata di testata pompa
in ottone e aspirazione del detergente
diretta da serbatoio capacita 1,8 It

> Manometro pressione

> O Sier? in tutte le versioni

> |l dispositivo EASY-START garantisce
la partenza del motore
in ogni condizione

> Motoprotettore amperometrico a
riarmo manuale

> Attacco rapido aspirazione acqua

> ldrospazzola fissa e rotante
> Lancia con ugello rotante
> Lancia sabbiante

> Sonda spurgatubi
> Lancia lavapavimenti

idropulitrici elettriche ad acqua fredda cold water high pressure cleaners
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> KS series high pressure cleaner has
a three-pistons axial pump, flanged
directly to the electric motor

> KS 1700 is equipped with brass
pump head and detergent suction
from internal tank 1,8 It.

> Pressure gauge
> OF; Ser® on all models

> Motor guaranteed fo start
in all conditions thanks to the
EASY-START mechanism

> Amperometric motor protector with
manual restart

> Quick coupling for water inlet

> Fix and rotating brush

> Lance with rotating nozzle
> Sandblasting lance

> Drain Nozzle kit

> Floor cleaning lance
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Aia con regolazione
angolare del getto

> Adjustable spray lance
with angular jet

/Lg;ia con ugello rotante
(solo per modelli Extra)

> Lance with turbo nozzle
(only for Extra models)

> Pistola
> Gun

> Awolgitubo con tubo gomma alta pressione in-10-m
(solo per modelli Extra)

> Hose reel with high pressure delivery rubber hose
10 m (only for Extra models)

> Lancia schiumogena
(solo per modelli KS 1600)
> Foam lance
(only for KS 1600 models)

> Tubo alta pressione 8 m ‘
(solo per modelli classic)

> High pressure delivery
fhose 8 m (only for Classic
models)

modello portata max pressione max tensione potenza assorbita giri/min peso dimensioni
mode! max flow rate Mmax pressure volfage absorbed power RPM weigh dimensions

5101/h 145bar 14,5 MPa nzaui\é 2,4 kW 2800 17-19Kg 89x32x38 cm

-50
540 Ith 155 bar 15,5 MPa 230V 2,7 kW 2800 17-19Kg 89x32x38 cm
(1-50H)
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